
Seamless integration.
Reliable performance – rugged design means minimal maintenance.
High-speed, on-demand, colour printing.
Durable labels BS 5609 certification means labels won’t smudge.
Low cost of labelling – up to 50% lower printing cost than with a laser.
Astounding image quality powered by PrecisionCore™ inkjet technology.
Highly efficient – high yield ink cartridges mean fewer user interventions  
and less waste than most thermal transfer printers, easy to change.

Epson ColorWorks C7500
Setting new standards in colour label printing
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Product Specifications

Epson ColorWorks C7500

PRINT mEThOD
PrecisionCore TFP® with Nozzle Verification
Technology

INk TyPE Pigmented ink, 4 individual CMYK cartridges
PRINT RESOLUTION  1200 x 600dpi
PRINT SPEED 300mm/s or 150mm/s (selectable)
PRINT WIDTh 108mm (max)
mEDIA TyPES 

C7500: Plain label, matte label, synthetic label/
C7500G: Gloss label

mEDIA FORm 
  Full-page label (BM), Die-cut label (GAP), Die-cut

label (BM)
mEDIA DImENSIONS 

 Width 50-112mm – roll feed
 Roll size O.D 8" (204mm) max
 Core diameter 3" (76mm)
 Media sensors Gap, black mark
 Die-cut label gap Min 0.12" (3.0mm)
 Black mark size Min 1.1" x 0.2" (28mm x 5mm) (WxH)
INTERFACES

USB 2.0 High-speed
Ethernet 10/100/1000 BASE-T

EXTENDED INTERFACE  D-sub 15-pin connector 
OPERATING SySTEm  

  Microsoft® Windows 8.1 (32/64bit),  Microsoft® 
Windows 8 (32/64bit), Microsoft® Windows 7 SP1
(32/64bit), Microsoft® Windows Vista SP2 
(32/64bit), Microsoft® Windows XP SP3 32bit,
Microsoft® Server 2012 R2, Microsoft Server 2012,
Microsoft Server 2008 R2, Microsoft Server 
2008 (32/64bit)Microsoft server 2003 R2 (32bit)

BARCODE FONT 
UPC-A, UPC-E, JAN12(EAN), JAN8(EAN), Code39,
ITF, Codabar, Code93, Code128, GS1-128, GS1
DataBar Omnidirectional, GS1 DataBar Truncated,
GS1 DataBar Limited, GS1 DataBar Expanded. 

2-DImENSIONAL SymBOLS 
PDF417, QR Code, Maxi Code, GS1 DataBar 
Stacked, GS1 DataBar Stacked Omnidirectional, GS1
DataBar Expanded, Stacked, DataMatrix, Aztec
Micro PDF, Micro QR

OPERATING TEmPERATURE 5 to 35°C / 20-80% RH Humidity
STORAGE TEmPERATURE -20 to 60°C / 5-85% RH Humidity
OVERALL DImENSIONS  392 (W) x 598 (D) x 395 (H) mm
WEIGhT  

37kg (without ink cartridges, maintenance box and
roll paper)

POWER CONSUmPTION 
81W (operating), 102W (peak), 5.4W (idling), 0.5W
(when printer power is off)

POWER SOURCE 
Input voltage (rated) 100V - 240V 1.1A
Frequency (rated) 50 to 60Hz

ACOUSTIC NOISE APPROX. 55dBA
SAFETy STANDARD  AS/NZS CISPR22 Class A
WARRANTy  One year onsite
WhAT’S IN ThE BOX  

ColourWorks C7500/G printer, AC power cord, Take-up
unit, full capacity ink cartridges, sample label roll,
instructions sheet, CD with utilities and manual

ORDERING INFORmATION 
 C7500 Colour Label Printer (Matt) TM-C7500-012
 SJIC26P(C) Cyan Ink C33S020615
 SJIC26P(M) Magenta Ink C33S020616
 SJIC26P(Y) Yellow Ink C33S020617
 SJIC26P(K) Black Ink C33S020614
 SJMB7500 Maintenance Box C33S020596

 C7500G Colour Label Printer (Gloss) TM-C7500G-312
 SJIC30P(C) Cyan Ink C33S020636
 SJIC30P(M) Magenta Ink C33S020637
 SJIC30P(Y) Yellow Ink C33S020638
 SJIC30P(K) Black Ink C33S020635
 SJMB7500 Maintenance Box C33S020596


